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Picatinny Rail Mount

Warning: If battery replacement is performed while unit is mounted to a
weapon insure that the weapon is unloaded and that the weapon has no
ammunition in the chamber.

Before beginning the adjustment process, insure that your weapon is unloaded
and there is no ammunition in the chamber. During laser alignment make sure to
always keep your weapon pointed in a safe direction away from others and never
place your finger to the trigger.

Laser Window

Unscrew the rear cap of the GB800M. Remove the old battery and replace it with a 
new CR123A battery. Before inserting the battery match the direction of battery as 
shown. Replace the rear cap.

Caution--use of controls or adjustments 
or performance of procedures other than 
those specified herein may result in 
hazardous radiation exposure.

Using a standard 25 yard indoor target place ypur weapon in s gun cise using your
front and rear sights to zero your weapon on the target. To make windage and
elevation adjustments use the built-in wrench to rotate the adjustment screws to
zero laser beam on target.

If the space between the trigger guard and
Picatinny rail is not enough to mount the
GB800M to your compact pistol. You can
change the mounting hole to fit the space.
Unscrew the fasten screw by fingers and 
screw it into another mounting hole as shown.

Attach the GB800M to M1913/Picatinny
rail of your rifle or pistol. Fasten the
Clamp Plate with the Nut by your fingers.
Affix the Velcro side of the activation 
button to the elastic band.

Available color : Black (anodized)
3”(L) x 1.4”(W) x 2”(H)

3.0 oz. - Incl. battery
Aluminum
Approx. 4hrs / 1 x CR123A
532nm / 1 mile (Nighttime range)

ST1 amidextrous constant on/off switch
Remote pressure switch
Allen wrenches for beam adjustment

<5mW, Class IIIa
3/4”@ 10 yards, 2”@ 30 yards
3 ft.@ 10 yards, 30 ft.@ 100 yards
For M1913 / Picatinny rail without tool

Dimensions (L x Ø) :

Weight :
Construction :
Battery life :
Wavelength / Range :

Operation :

Power :
Dot size :
Windage & Elevation adjustment :

Mount :

After first checking to insure that the
weapon is unloaded and had no
ammunition in the chamber.

Clamp Plate

1. 532nm green laser beam is visible at 1 mile range at night and 50 yards under
    sunlight.
2. Auto power control system provides the most stable laser output.

3. Built-in M1 rail mount fits all M1913 Picatinny rails.

5. One CR123A battery provides 4 hours continuous operation time.
6. Dust Cover Included.

4. An ergonomic and ambidextrous constant on/off switch allows you to easily rotate
    the activation button to an accessible location of your choice.

ST1-ON/OFF Switch
An ergonomic and
ambidextrous constant
on/off switch that allows
you to easily rotate the
activation button to an
accessible location of
your choice.

Nut
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